
               

 

 

ZEN- DIRECT DRIVEN FAN  

In a direct drive fan, by definition the impeller is directly connected to the 

motor shaft. There are no power transmission losses the energy that the 

electric motor develops is transmitted directly to the impeller, which passes 

into the airflow and pressure development 

• Exhaust fan is also called negative pressure exhaust fan. It's an axial 

fan. Mainly used for ventilation and temperature cooling.  

• Simple structure, easy to maintenance and install 

• Drop the Automatic shutter open and close. 

• Low noise and large airflow 

• Long service life  

• Can be widely used for the place 

 

❖ DIRECT DRIVEN EXHAUST FAN 1380X1380X1380 

MM (54’’)   
    Technical Specification:  

• Dimension: 1380*1380*400mm  

• Blade Diameter: 1250 mm 

• Motor: 1.1 kw, 380v, three phase, ip 55, 100% copper wire 

• Stainless Steel 430 1.2 mm 272gsm Up frame 1.00mm & others 

0.8mm 

• Rpm: 700 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



❖ DIRECT DRIVEN EXHAUST FAN 

1000x1000x400MM (40’’)  
Technical Specification:  

• Airflow: 30000 cbm/H 

• Dimension: 1000*1000*400mm  

• Blade Diameter: 900 mm Stainless Steel 430 1.2mmup frame 1.00mm 

& others 0.8mm, zinc coating 275g/m2 

• Motor: Shunbao 0.55kw, 380v, three phase 

• Shutter: galvanize Steel 0.40-0.45mm 

• Wind collector: Galvanize 0.8mm 

• Belt: Type B   

 

 

 

 

 

 

 

 

 



❖ DIRECT DRIVEN EXHAUST FAN 800x800x400mm 

(32’’) 
Technical Specification:  

• Airflow: 22000 cbm/H 

• Dimension: 800*800*400mm  

• Blade Diameter: 750 mm Stainless Steel 430 1.0mm all frame  

0.8mm, zinc coating 275g/m2 

• Motor: Shunbao 0.37kw, 220v, single phase 

• Shutter: galvanize Steel 0.40-0.45mm 

• Wind collector: Galvanize 0.8mm 

 

 

 

 

 

 

 

 



❖ DIRECT DRIVEN EXHAUST FAN 600x600x400MM 

(24’’)  
 

Technical Specification:  

• Airflow: 9500 cbm/H 

• Dimension: 600*600*400mm  

• Blade Diameter: 580 mm Stainless Steel 430 1.0mm All frame  

0.8mm, zinc coating 275g/m2 

• Motor: Nosch 0.37kw, 220v, single phase 

• Shutter: galvanize Steel 0.40-0.45mm 

• Wind collector: Galvanize 0.8mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

             



❖ DIRECT DRIVEN EXHAUST FAN 480x480x320MM 

(18’’)  
 

Technical Specification:  

• Airflow: 3000 cbm/H 

• Dimension: 480*480*320mm  

• Blade Diameter: 380 mm Stainless Steel 430 Thickness 1.0mm  

• Motor: Nosch 0.18kw, 220v, single phase 

• Shutter: galvanize Steel 0.40-0.45mm 

 

 

 

 

 

         

        ZEN POULTRY AND FARMING HVAC EQUIPMENTS 
GROUND FLOOR, SHOP NO.3, RUDRAKSH BLDG, A.R. CONSTRUCTION, PLOT NO.53A, 

SECTOR 03, KARANJADE, PANVEL, Raigad, - 410206 

Phone no.: +91-9309575344/+91-8850364700 Email: zen.padfan@gmail.com 

Web: www.evaporativecooling-pad.com 
 


